
RFID TAGS / LABEL / CARDS
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USE CASE
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RFID TAGS & CARDS – COMMON USE CASES

1. ACCESS CONTROL
SECURE EMPLOYEE, VISITOR, AND RESIDENT ACCESS TO OFFICES, FACTORIES, HOTELS, SCHOOLS, HOSPITALS, AND
RESIDENTIAL BUILDINGS USING RFID CARDS OR KEY FOBS.
2. TIME & ATTENDANCE
AUTOMATICALLY RECORD EMPLOYEE ATTENDANCE BY SIMPLY TAPPING AN RFID CARD, REDUCING MANUAL ERRORS AND
IMPROVING PAYROLL ACCURACY.
3. ASSET TRACKING
TRACK VALUABLE EQUIPMENT, LAPTOPS, MEDICAL DEVICES, TOOLS, AND MACHINERY IN REAL TIME TO PREVENT LOSS
AND IMPROVE ASSET UTILIZATION.
4. INVENTORY MANAGEMENT
MONITOR INVENTORY MOVEMENT IN WAREHOUSES AND RETAIL STORES, ENABLING FASTER STOCK AUDITS AND
IMPROVED INVENTORY ACCURACY.
5. RETAIL & ANTI-THEFT
PROTECT MERCHANDISE WITH RFID TAGS WHILE ENABLING FASTER CHECKOUT, STOCK VISIBILITY, AND THEFT
PREVENTION.
6. LIBRARY MANAGEMENT
SIMPLIFY BOOK ISSUING, RETURNS, AND INVENTORY CHECKS WHILE REDUCING QUEUES AND MINIMIZING MISPLACED
BOOKS.
7. VEHICLE IDENTIFICATION
MANAGE VEHICLE ENTRY AND EXIT IN RESIDENTIAL SOCIETIES, OFFICE COMPLEXES, TOLL PLAZAS, LOGISTICS HUBS, AND
PARKING FACILITIES.
8. CASHLESS PAYMENT
USE RFID SMART CARDS FOR SECURE AND FAST PAYMENTS IN CAFETERIAS, PUBLIC TRANSPORT, CAMPUSES, AMUSEMENT
PARKS, AND EVENTS.
9. EVENT & VISITOR MANAGEMENT
PROVIDE RFID BADGES OR WRISTBANDS FOR ATTENDEE IDENTIFICATION, ACCESS CONTROL, CASHLESS PURCHASES, AND
ATTENDANCE TRACKING.
10. LOGISTICS & SUPPLY CHAIN
TRACK SHIPMENTS, PALLETS, CONTAINERS, AND DELIVERY ASSETS TO ENHANCE VISIBILITY, REDUCE LOSSES, AND
IMPROVE OPERATIONAL EFFICIENCY.



METRO CARD
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ABS metro card PET metro card Paper Card

1.Material: ABS 1.Material: PET 1.Material: Paper

2.Size: Diameter 30mm or customized. 2.Size: 85.6*54*(0.5+/-0.02)mm 2.Size: 85.6*54*(0.5+/-0.02)mm

3.Frequency: 125KHz, 13.56MHz 3.Frequency: 13.56MHz 3.Frequency: 13.56MHz

4.Craft: Injection Molding 4.Antenna:

Application : Application : Application :

Metro card, one way ticket, public transportation. Metro card, one way ticket, public transportation. Metro card, one way ticket, public transportation.

TravelCard T RAVEL C A R D
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Specification :

1. Material: PVC/ABS/PETG

2. Size: 85.6*54*or customized

3. Thickness: (0.8+/-0.04)mm or customized

4. Finish: glossy or matte

5. Frequency: 125KHz/ 13.56MHz/860-960MHz

Classification

LF+HF,LF+HF+magnetic strip, contact + 
contactless
Specification :

1.Material: PVC/PET/ABS/PETG
2.Size: 85.6*54*
3.Frequency: 125KHz/ 13.56MHz/860-

960MHz
Application:

Campus ID, Loyalty Program, campus ID 
Health care, Access Security etc

CARDS TYPE



Prelam Sheet/Inlay for Contactless Smart Card  

Specification:  

1. Specification: Different Layouts are available  

2. Frequency: 125KHz/13.56MHz/800–900MHz  

3. Benefit: Ultrasonic embedding or air coil antenna are available with 

automatic module placement and spot welding to the antenna, suitable for 

volume production.

Size 3*8 Size 3*8

"Combo Inlay (LF & HF)"

INLAY (PRELAM)
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NFC TAGS

Brand Part Number Frequency Description Remark

NXP (Philips) NTAG203 13.56MHz R/W, 144 Byte (User Memory) ISO 14443 Type A

NXP (Philips) MIFARE Ultralight 13.56MHz R/W, 512 Bit ISO 14443 Type A

Infineon MIFARE Ultralight 13.56MHz R/W, 1536 Bit (192 Byte) ISO 14443 Type A

Infineon SLE 66R01PN 13.56MHz R/W, 1216 Bit ISO 14443 Type A

NXP (Philips) MIFARE DESFire Ev1 13.56MHz R/W, 2K/4K/8K Byte ISO 14443 Type A

Specification:  

1. Material: PVC/PET/ABS/PETG  

2. Size: Customized  

3. Frequency: 13.56MHz  

Application:  

Mobile Payment, Device Pairing, Smart Poster Reading,  

Peer-to-Peer Information Exchange.
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SILICONE WRISTBANDS

Adjustable Wristband  

Specification:  

1. Material: Silicone Rubber  

2. Frequency: 125KHz/13.56MHz  

3. Operating Temperature: -40°C to 85°C  

4. Storage Temperature: -40°C to 85°C  

5. Craft: Adjustable & Laser Number Printing  

Application:  

Water Park, Cruise, Swimming Pool,  

Sauna, APA Hotel, Hotel, etc

PVC Wristband  

Specification:  

1. Material: PVC  

2. Frequency: 125KHz/13.56MHz  

3. Operating Temperature: -25°C to 85°C  

4. Storage Temperature: -40°C to 85°C  

Application:  

Sauna, APA Hotel, etc

Silicone RFID Wristband  

Specification:  

1. Material: Silicone Rubber  

2. Frequency: 125KHz/13.56MHz  

3. Operating Temperature: -40°C to 85°C  

4. Storage Temperature: -40°C to 85°C  

5. Black, Red, Yellow, etc.  

Application:  

Water Park, Cruise, Swimming Pool,  

Sauna, APA Hotel, Hotel, etc
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TAGS

Coin Tag

Specification:

1.Material: ABS

2.Frequency: 125KHz/13.56MHz

3.Black, Red, Yellow, etc.

Application:

One-Way Ticketing, Toll Collection, Security, 

Access Control, Asset Tracking

Token

Specification:

1. Material: ABS

2. Frequency: 125KHz/13.56MHz

3. Size: Diameter 30mm & 50mm

Application:

Patrolling."**

Animal Tag

Specification:

1.Material: ABS/TPU

Application:

Animal Traceability, Animal Management
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LASER PVC CARD

Laser PVC Card

Specification:

1.Material: PVC

2.Size: 85.6*54mm or customized

3.Thickness: 0.17-0.34mm (without chip)

4.0.84~0.04mm (with chip)

5.Frequency: 125KHz/13.56MHz/860~960MHz

6.Antenna: wire embedding or etched antenna.

Application:

Entertainment, retail, membership card, catering, hotel and 

leisure clubs.

Loyalty Card

Hotel Card

Game Card
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INLAY SIZE: 78X47MM ANTENNA SIZE:

73X43MM FREQUENCY: 13.8-14MHZ

PROTOCOL: ISO14443A/14443B ISO15693

INLAY SIZE: 23.2X73.5MM ANTENNA SIZE: 17X70MM

FREQUENCY: 915MHZ PROTOCOL: ALIEN (6C) /H3

INLAY SIZE:

ANTENNA SIZE: 44X44MM FREQUENCY: 915MHZ

PROTOCOL: IMPINJ (6C) /M4

INLAY SIZE:

ANTENNA SIZE: 44X18MM FREQUENCY: 915MHZ

PROTOCOL: IMPINJ (6C) /M5

INLAY SIZE: 70X20MM(E52) ANTENNA SIZE: 68X14MM

FREQUENCY: 915MHZ PROTOCOL: IMPINJ (6C) /M5

INLAY SIZE: 48X13MM ANTENNA SIZE: 44X13MM

FREQUENCY: 915MHZ PROTOCOL: NXP (6C)/G2XM, 

ALIEN(6C)/H3

INLAY SIZE: DIAMETER 25MM

ANTENNA SIZE: DIAMETER 22MM

FREQUENCY: 13.56MHZ

PROTOCOL: ISO14443A OR ISO15693

INLAY SIZE: 19MM ANTENNA SIZE:

18MM FREQUENCY: 14MHZ

PROTOCOL: ISO14443A/14443B ISO15693

INLAY SIZE: 31*25MM

ANTENNA SIZE: REFER TO PICTURE

FREQUENCY: 13.56MHZ

PROTOCOL: ISO14443A OR ISO15693

INLAY SIZE: 26-29MM ANTENNA

SIZE: 24-28MM FREQUENCY:

14.2MHZ

PROTOCOL: ISO14443A/14443B ISO15693

RFID LABELS
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According to IATA Reso / RP useable 

in all Boarding-pass-printers.

• ATB Boarding-Passes Single / 

Wallet

• Manual Boarding-Passes

• Kiosk Boarding-Passes on rolls 

(CUSS)

• Baggage-Screening

• Aircraft-Door-Seals

• Spare-part Labels

•Airway bill AWB Red carbon single set 

Carbonless NCR continuous

• Excess Baggage Ticket EBT According 

IATA 742

• Manual Passenger Tickets According 

IATA 720.

• Miscellaneous Charges 

Order MCO According IATA 725

• Flight Interruption 

Manifest FIM According IATA 735e, A4 

size and ticket size.

• Other forms on request

SECURITY STICKERS BOARDING PASSES REVENUE DOCUMENTS

AVIATION INDUSTRY TAGS
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THERMAL 

RFID MANUAL USE 

SPECIAL PURPOSE 

• Approved Cabin Tags

• Crew Tags

• Cabin-Class Tags

• Flag Tag

• Name Tags

• Interline-Baggage-Tags

• Limited-Release-Tags

• Rush-Tags

• Point to Point Tags

BAGGAGE TAGS
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• Cargo Labels According IATA 606

• Name-Labels

• Catering Labels

• Meal-Cart Labels

• Special Meal Labels

OTHER ITEMS

• Remove Before Flight 

Sticker Ultra removable

• UM Pouches

• Seat Chart For seat allocation by 

manual boarding-procedure

• All kind of printed matters

IN FLIGHT-ITEMS

• Napkin – Cutlery Sleeves

• Do not Disturb stickers

• Safety-Cards

LABELS & OTHER ITEMS
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THANK  
YOU

info@masterline.in

www.masterline.in

www.linkedin.com/ masterlinegroup

mailto:naresh.nanda@masterline.in
mailto:naresh.nanda@masterline.in
http://www.masterline.in/
http://www.linkedin.com/
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