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MATERIAL: ABS

COLOR OPTIONS: RED / BLACK

DIMENSIONS: 78 × 40 × 18 MM

NET WEIGHT: 45 G

INPUT

TYPE-C 5V/1A

SOLAR INPUT: 0.2W (BUILT-IN SOLAR PANEL FOR EMERGENCY CHARGING)

OUTPUT

TYPE-C OR LIGHTNING 5V/1A

FEATURES:

COMPACT MINI KEYCHAIN DESIGN FOR EASY CARRYING

BUILT-IN CHARGING HEAD (TYPE-C OR LIGHTNING, NO EXTRA CABLE NEEDED)

SOLAR PANEL FOR ECO-FRIENDLY BACKUP CHARGING

LIGHTWEIGHT AND PORTABLE, IDEAL FOR EMERGENCIES, OUTDOOR USE, OR DAILY CONVENIENCE

SOLAR POWER BANK
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SOLAR POWER BANK

MATERIAL: ABS

COLOR OPTIONS: BLACK / WHITE

DIMENSIONS: 101 × 66 × 27.5 MM

NET WEIGHT: 215 G

INPUT:

TYPE-C 5V/2A

SOLAR INPUT: 5.5V / 1W

OUTPUT:

DUAL USB CHARGER (5V/2A + 5V/1A)

FEATURES:

BUILT-IN CHARGING CABLES FOR CONVENIENCE

INTEGRATED SOLAR PANEL FOR ECO-FRIENDLY CHARGING

COMPACT AND LIGHTWEIGHT DESIGN FOR PORTABILITY

MATERIAL: ABS

COLOR OPTIONS: BLACK / WHITE

DIMENSIONS: 101 × 66 × 27.5 MM

NET WEIGHT: 215 G
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MATERIAL: ABS + SILICONE

COLORS AVAILABLE: BLACK, WHITE, PINK, GREEN

DIMENSIONS: 165 × 85 × 25 MM

NET WEIGHT: 275 G

INPUT:

MICRO/TYPE-C: 5V / 2.1A

SOLAR INPUT: 5.5V / 1.2W

OUTPUT:

USB OUTPUT: 5V / 2.1A

BUILT-IN CABLES OUTPUT: 5V / 2.1A

BATTERY INDICATOR: 4-LEVEL POWER DISPLAY

SPECIAL FEATURES:

BUILT-IN CHARGING CABLE & CHARGING HEAD

TORCH LIGHT

SOLAR POWER BANK
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MATERIAL: TPU + SILICONE + PU

COLOR OPTIONS: ORANGE, BLUE, GREEN, BLACK

DIMENSIONS: 159 × 75 × 22 MM

NET WEIGHT: 280 G

INPUT:

MIRCO/TYPE C 5V/3A,

DUAL USB CHARGER: 5V/3A, BUILT IN CABLE OUTPUT 5V/2.4A

WIRELESS CHARGER 5W

OUTPUT:

•DUAL USB CHARGER: 5V / 2A

•BUILT-IN CABLE: 5V / 2.4A

WIRELESS CHARGER VERSION (OPTIONAL):

•DUAL USB CHARGER: 5V / 2A

•BUILT-IN CABLE: 5V / 2.4A

•WIRELESS CHARGER: 5W

LAMP LIGHT: 1W

FEATURES:

•BUILT-IN CHARGING CABLES

•WATERPROOF DESIGN

•INTEGRATED TORCH LIGHT

•AVAILABLE WITH OR WITHOUT WIRELESS CHARGING

SOLAR POWER BANK
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MATERIAL: TPU + SILICONE + PU

COLOR OPTIONS: ORANGE, BLUE, GREEN, BLACK

DIMENSIONS: 178 × 93 × 30 MM

NET WEIGHT: 560 G

5V/3A VERSION:

INPUT: MIRCO/TYPE C 5V/3A,

DUAL USB CHARGER: 5V/3A, BUILT IN CABLE OUTPUT 5V/2.4A

WIRELESS CHARGER 5W

PD 22.5W FAST CHARGING VERSION

TYPE-C INPUT: PD20W (5V/3A, 9V/2.22A MAX)

MICRO INPUT: 18W (5V/2.4A, 9V/2A MAX)

BUILT-IN CABLE INPUT: 5V/2A

USB OUTPUT: PD22.5W (5V/4.5A, 5V/3A, 9V/2A, 12V/1.5A MAX)

TYPE-C OUTPUT: PD22.5W

BUILT-IN TYPE-C CABLE OUTPUT: 18W (5V/3A, 9V/2.2A, 12V/1.67A MAX)

BUILT-IN MICRO/LIGHTNING CABLE OUTPUT: 5V/2A

WIRELESS CHARGER: 15W

KEY FEATURES

BUILT-IN CHARGING CABLES

WATERPROOF DESIGN

WIRELESS CHARGING SUPPORT

SOLAR POWER BANK
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MATERIAL: TPU + SILICONE + PU

AVAILABLE COLORS: ORANGE, BLUE, GREEN, BLACK

DIMENSIONS: 164 × 78 × 32 MM

NET WEIGHT: 495.2 G

SOLAR INPUT: 5.5 V / 1.3 W

DUAL LAMP LIGHT: 2 W

5V / 3A VERSION:

INPUT: MICRO USB / TYPE-C (5V / 3A)

DUAL USB CHARGER OUTPUT: 5V / 3A

BUILT-IN CABLE OUTPUT: 5V / 2.4A

MAGSAFE WIRELESS CHARGER: 5 W

PD 22.5W FAST CHARGING VERSION

INPUT:

TYPE-C / MICRO USB: PD 18W (5V/3A, 9V/2A MAX)

BUILT-IN CABLE: 5V / 2A

USB OUTPUT: PD 22.5W (5V/4.5A, 5V/3A, 9V/2A, 12V/1.5A MAX)

TYPE-C OUTPUT: PD 22.5W

MAGSAFE WIRELESS CHARGER: 15 W

FEATURES:

MAGSAFE WIRELESS CHARGING

BUILT-IN COMPASS

SOLAR POWER BANK
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PRODUCT NAME 30W SOLAR-POWERED BACKPACK

MODEL NUMBER PT-B-30W

DIMENSIONS 340MM X 220MM X 460MM

CAPACITY 30L

MATERIAL OXFORD FABRIC + NYLON

SOLAR PANEL TYPE IBC (INTERDIGITATED BACK CONTACT)

TOTAL OUTPUT 30W (15W PER PANEL)

USB-A OUTPUT 22.5W (5V/4.5A, 9V/2A)

USB-C OUTPUT 15W (5V/3A)

WEIGHT <1KG

COLOR DARK GRAY

SOLAR POWERED BAGPACK
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LATERN TYPE CAMPING LANTERNS

POWER SOURCE SALT AND WATER

BULB LED

APPLICATION OUTDOOR LED CAMPING LIGHT

OUTDOOR ACTIVITY HIKING, CLIMBING, ICE CLIMBING, FISHING

WATERPROOF STANDARD YES

MODEL NUMBER SALT WATER LAMP

WORKING LIFETIME(HOUR) 200

EMITTING COLOR WHITE

PRODUCT NAME WATTER LAMP

USAGE CAMPING HIKING EMERGENCY

BATTERY LIFE 200 HOURS

SALTWATER LAMP
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DIMENSIONS 210 X 135 X 60 MM

NET WEIGHT 640 G PER SET

SHELL MATERIAL FLAME-RETARDANT ABS

RATED VOLTAGE DC 5V / 9V / 12V / 20V (INTELLIGENT OUTPUT)

RATED POWER 18W / 23W / 28W

SINGLE SET CAPACITY 60,000 MAH

MAXIMUM CAPACITY 200,000 MAH

ENERGY 300 WH

OPERATING TEMPERATURE RANGE -40°C TO +80°C

CERTIFICATION CE, FCC, ROHS

SALTWATER LAMP
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SPECIFICATION DETAILS

POWER SOURCE SALT WATER + REPLACEABLE ALUMINUM PLATES

CONTINUOUS LIGHTING TIME UP TO 8 HOURS PER FILL

TOTAL LIFESPAN APPROXIMATELY 200 HOURS WITH 1 SET ALUMINUM PLATE

WATERPROOF RATING IP67

OPERATING TEMPERATURE RANGE -20°C TO 55°C (-4°F TO 131°F)

DIMENSIONS COMPACT CAPSULE SIZE

WEIGHT LIGHTWEIGHT FOR EASY PORTABILITY

COLOR OPTIONS MULTIPLE STANDARD COLORS, CUSTOMIZABLE

SALTWATER LAMP
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EXPANDED SIZE 200 X 200 X 140 CM

STORAGE SIZE 55 X 24 X 20 CM

TENT WEIGHT 3.8 KG

TENT SPACE STRUCTURE ONE-BEDROOM

INNER TENT PROCESS SILVER COATED OVERGLUED

TENT BOTTOM WATERPROOF INDEX PU 3000 MM

TENT BODY WATERPROOF INDEX PU 2000 MM

SOLAR PANEL POWER 18V / 52W (8 PANELS)

MULTIFUNCTIONAL MOBILE CHARGER 2.0A SINGLE PORT INPUT/OUTPUT

TOP POLYESTER TENT SIZE 103 X 103 CM

NUMBER OF PERSONS 1-2

MODULAR BATTERY CAN BE RECHARGED AND USED AS A LIGHT

OUTER TENT MATERIAL 210T POLYESTER

APPLICABLE SEASONS ALL SEASONS

NUMBER OF WIND ROPES 6

NUMBER OF STEEL NAILS 10 PCS

AIR COLUMN PRESSURE RANGE 0-10 PSI

EXPANDED SIZE 200 X 200 X 140 CM

STORAGE SIZE 55 X 24 X 20 CM

TENT WEIGHT 3.8 KG

SOLAR CAMPING TENT
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OPERATING SYSTEM LINUX

ONLINE VISITOR SUPPORTS 4 VISITORS AT THE SAME TIME

APP O-KAM PRO

CPU T23ZN

MEMORY 512MB

IMAGE SENSOR GC2083

MIN. ILLUMINATION 0.8LUX/F1.4(COLOR  MODE),0.3LUX/F1.4(B&W  MODE）

LENS FOCAL LENGTH 4MM，1G3P

SENSOR PERFORMANCE SUPPORT AUTOMATIC WHITE BALANCE, AUTOMATIC GAIN CONTROL AND 
AUTOMATIC BACKLIGHT COMPENSATION

PAN&TILT HORIZONTAL 270°, VERTICAL 90°

VIEWING ANGLE D100°

NIGHT VISION COLOR NIGHT VISION, DUAL LIGHT SOURCES, 3PCS DUAL-COLOR DUAL LIGHT 
SOURCE LIGHTS

COMPRESSION STANDARD MJPEF/JPEG

MULTI STREAM MAINSTREAM:1080P/15FPS,  SUB STREAM:360P/15FPS

IR CONTROL YES

BIT RATE CBR/VBR TWO RATE CONTROL MODES, AND THE OUTPUT RATE RANGE IS 
128~4096KBPS

IMAGE ADJUSTMENT VERTICAL, HORIZONTAL ADJUSTABLE, OSD DISPLAY

INPUT BUILT-IN-38DB MICROPHONE

OUTPUT BUILT-IN 8Ω1W SPEAKER

SAMPLING FREQUENCY/BIT WIDTH 8KHZ/16BIT

HUMAN DETECTION HUMAN DETECTION, FILTERING INVALID VIDEO CONTENTS

SMART NOTIFICATION SOUND DIFFERENT DEVICES PUSH DIFFERENT SOUNDS, SO THAT YOU CAN KNOW 
EXACTLY WHICH DEVICE IS TRIGGERED

INTELLIGENT ALARM SOUND SET DIFFERENT EQUIPMENT ALARM SOUNDS ACCORDING TO DIFFERENT 
SCENARIOS

LTE FDD:B1/B3/B5/B8
TDD:B34/B38/B39/B40/B41

EXTERNAL TF CARD SUPPORT TF CARD (UP TO 256GB)

POWER SUPPLY BUILT IN 6000MAH BATTERY

SOLAR CCTV CAMERA
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